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SoM-4472

Embedded VIA Ezra/Eden processor

Fanless, 32 ~ 140° F operation (0 ~ 60° C)

ETX form factor

Powerful multimedia capability

18-bit LCD / 2-channel LVDS interface

The SoM-4472 is an SoM-ETX form factor with an onboard VIA Embedded low power Eden 400 MHz processor. The VIA Eden processor 

uses advanced 13µ CMOS technology with 128KB L1 cache memory and 64KB L2 cache memory on die. This board can operate without a 

fan at temperatures up to 60° C (140° F) and typically consumes under 14 Watts while supporting numerous peripherals. This SoM-ETX 

includes a 4X AGP controller, a PCI audio interface, a PCI Ethernet interface, and 2 channel LVDS interface. Other on-board features 

include an LPT, 2 USBs, IrDA and 2 serial ports.

SOM Type: 

PC-Comaptible ETX Modules

Processor: 

VIA low power Eden

Clock Speed: 

400 MHz

Real Time Clock: 

Processor Misc.: 

Processor

Specifications

https://www.emacinc.com
https://www.emacinc.com/content/som-4472
https://www.emacinc.com/sites/default/files/som_4472_2.jpg


System Chipset: VIA 8606 (Twister-T™)/ 82C686

BIOS/ Bootloader: 

AWARD 256 KB Flash BIOS

Memory Misc.: 

2nd Cache Memory: 64 KB on CPU

Memory

Disk Interface: 

2x EIDE (Ultra DMA33)

Ethernet: 

RTL8139C IEEE 802.3u 100 BASE - T Fast Ethernet

USB: 

4x USB

1x USB 1.1 compliant

Serial Ports: 

2x Serial Ports (RS-232)

Watchdog: 

Primary I/O Misc.: 

IrDA: 115 Kbps, IrDA 1.1 compliant

VGA/Flat-Panel Interface

Chipset: VIA Twister™ chip with Integrated S3® Savage4™ 2D/3D/Video Accelerator

Memory Size: 8/16/32/64 MB frame buffer using system memory

ResolutionCRT Mode: 1280x1024@16 bpp (60 Hz), 1024x768@16 bpp (85 Hz)

LCD/Simultaneous Mode: 1280x1024@16 bpp (60 Hz), 1024x768@16 bpp (60 Hz)

LCD Interface: 4X AGP VGA/LCD interface.Support 18-bit TFT panels up to XGA resolution

LVDS Interface: 2 Channel (2x 18-bit) LVDS interface

TV-out: Supports both NTSC/PAL

Primary I/O

LPT Port: 

Keypad: 

PS/2: 

Secondary I/O

Expansion
A/D: 

D/A: 

Analog

Dimensions: 

3.7 × 4.5 in

Dimensions

Voltage: 

5 V

Typical Current: 

Power Requirements



2.78 mA

Typical Voltage: 

5 V

Max Boot Current: 

4.5 mA

Low Operating Temperature: 

0 C

High Operating Temperature: 

60 C

Upper Operating Humidity: 

90%

Environmental

SoM-4472-0

VIA w/ CPU, VGA, LCD/LVDS, Audio, LAN & TV-out (Flash Disk and RAM not included)

$280.00

Base Product: 

SoM-4472

Non-Stock NCNR: 

0

Pricing
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